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SIMPLY acoustic ceiling is designed to be a simple, competitive and affordable solution for almost all 

applications in removable ceilings. 

 
SIMPLY ceiling tiles are a new generation of modular acoustic ceilings. Are made of polyester fibers, noble 

safe and are designed for high absorption and a balanced acoustic design. The absorbent ceiling panels 

SIMPLY are available in a range of standard sizes and normal edges to fit standard suspended grid systems 

and easy to install. 

 

SPECIFICATIONS 

 

Composition   100 % Polyester fiber. 

Color     White. 

 Weight    2,30 kg/m2. 

 Light reflection   ASTM 5036: 83 

 Dimensions   25 x 595 x 595 mm. 

     25 x 595 x 1195 mm. 

 Edges    Square. 

 Thermal resistance  λd = 29 mW/mK  (EN 1266). 

 Reaction to fire   B s2 d0    (EN 13501). 

 Presentation   25 x 595 x 595 mm:   20 Tiles = 7,08 m2. 

     25 x 595 x 1195 mm: 10 Tiles = 7,11 m2. 
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PROPERTIES 

 

The SIMPLY modular ceilings have the following advantages:  

 

- They are made with 100% polyester fiber without chemical binders or retardants.  

- Does not contain formaldehyde or crystalline silica.  

- Made using 60% recycled polyester.  

- High sound absorption at low frequencies for a balanced acoustic design.  

- The panels are 100% recyclable.  

- Very durable, high dimensional stability and long-term performance.  

- Due to the length of the fiber, not release particles, non-irritating and non-allergenic.  

- Non-toxic and does not issue binders typical of mineral fibers.  

- Lightweight and easy to install.  

- The surface finish is satin. 

 

APPLICATIONS 

 
The SIMPLY acoustic ceilings are used in:  

 

- Acoustic ceiling high performance inside the malls.  

- In offices, especially in areas of large spaces.  

- Meeting rooms and conference.  

- School Classrooms.  

- Corridors and hallways.  

- Libraries and administration.  

- Theatres and auditoriums.  

- Shops and showrooms.  

- Calls centers, etc. 

 

MOISTURE ABSORPTION  

 

The polyester fiber when exposed to an atmosphere of 50 ˚ C and a relative humidity of 90% for four days, 

showed a moisture absorption of less than 0.03% by weight. Polyester fibers are unaffected by moisture, 

mildew and will not rot or deteriorate in situations of use. 

 

HOW TO INSTALL 

 

TypeTypeTypeTypessss    

               25 x 595 x 595 mm                             T24                                                                   

               25 x 595 x 1195 mm                            T24    

 

ACCESSIBILITY  

The tiles are removable.  

 

MAINTENANCE  

Clean tiles with a damp cloth. Avoid rubbing and excessive amounts of water, as this will affect the finish of 

the tile. Use a shampoo for upholstery or carpet sweepers. Dry with a clean, dry cloth. 

 

 

CROXON, S. L.CROXON, S. L.CROXON, S. L.CROXON, S. L.    
Polig. Majaravique, 27 B 41309 La Rinconada (Sevilla). España 

Teléf. 95 490 4225 – Fax: 95 490 6676 www.croxon.es – croxon@croxon.es 

      Dimensions                 Installation system                                                      Edges    

 


